
Minnesota Department of Labor and Industry 
Construction Codes and Licensing Division 
PO Box 64220 
St. Paul, MN  55164-0220 

APPLICATION TO CONSTRUCT/INSTALL HIGH PRESSURE PIPING 
Please PRINT IN INK or TYPE your responses. 
Unreadable or illegible applications will be denied. 

Please submit completed application and 
appropriate fee to the above address. 

CONTRACTOR COMPANY NAME DATE OF APPLICATION 

CONTRACTOR ADDRESS HPP BUSINESS LICENSE # 

CITY STATE ZIP CODE TELEPHONE NUMBER (include area code) 

PROJECT NAME JOB SITE CONTACT 

PROJECT ADDRESS JOB SITE CONTACT PHONE # (include area code) 

CITY STATE ZIP CODE 

OWNER NAME CONTACT PERSON 

OWNER ADDRESS CONTACT TELEPHONE # (include area code) 

CITY STATE ZIP CODE 

PROJECT START DATE Describe piping to be installed and inspected: 

PERMIT FEE – Make check payable to the Department of Labor and Industry. Mark the permit type being applied for. 
Applications without a permit type indicated will be presumed to be the Standard Permit. Applications for Blanket Permits and 
Time & Material Permits must be approved by the Chief Piping Inspector. Descriptions of permit types are on the back of this 
form. 

Standard Permit Blanket Permit Time & Materials Permit 

Application/Base Fee $250  Application/Base Fee $400  Application/Base Fee $250 

Inspection Fee $  $    TBD  Inspection Fee $      TBD 
(Worksheet from the other side) 

Inspection Fee 

Total Payment Total Payment Total Payment 

Approved Denied Approved Denied 

SIGNATURE OF 
AUTHORIZED APPLICANT X 

DATE 

Office Use Only 

Permit Number Date Paid Check Number Money Order Number 

HPP-16 (1/15) 



 
INSPECTION FEE WORKSHEET 

 
Applicants for a permit to construct or install high pressure piping must complete an application and pay the required application 
and inspection fees before starting the project. Contractors may apply for one of three types of permits, which include the 
following: 
 
Standard Permit • Requires lump sum payment of the inspection fee when application is submitted. 
 • Complete the inspection fee worksheet below. 
  

Blanket Permit • Covers high pressure piping work at a single location for the calendar year. 
 • Available to contractors doing continuous high pressure piping work at that location 

throughout the year. 
 • Requires payment of non-refundable inspection fee when the application is submitted.  
 • Application may be approved or denied. 
 • Contractor must maintain piping logs that record the work done and costs to owner. 
 • The final inspection fee is determined at the end of the calendar year based on the 

recorded costs to construct or install the high pressure piping. 
  

Time & Material Permit • Cover high pressure piping work at a single location when the cost to construct or 
install the high pressure piping is not know. 

 • Requires payment of the minimum inspection fee ($150) amount when the application 
is submitted. 

 • Requires the inspection fee to be paid quarterly as the costs to construct or install high 
pressure piping are determined. (A billing invoice will be sent from department.) 

 • Application may be approved or denied. 
 • Contractor must maintain piping logs that record the work done and costs. 
 • The final inspection fee is determined at the end of the project based on the recorded 

costs to construct or install the high pressure piping. 
 
Applicants for Standard Permit must complete the following worksheet to determine the amount to submit with the permit 
application form. Applicants for Blanket Permits and Time & Material Permits will be required to complete the inspection fee 
worksheets at the time of payment. 
 

Step 1 – Cost of Constructing or Installing High Pressure Piping $ 

 
The cost of constructing or installing high pressure piping is determined by adding together all costs, including material 
purchased or provided by the customer. These costs include, but are not limited to, material, labor, overhead, and profit. Material 
costs include piping, appurtenances, supports, valves, fittings, pumps, etc., and do not include boilers, economizers pressure 
vessels, and compressors. Labor costs include wages and benefits paid. Questions about what is included as a cost should be 
directed to the Chief High Pressure Piping Inspector. 
 

Step 2- Inspection Fee Formula $ 

Enter the inspection fee produced by the following formula: 

Project cost up to first $1,000,000 $  x .022 $  

plus amount over $1,000,000 and up to $3,000,000 $  x .011 $  

plus amount over $3,000,000 $  x .0055 $  
 

Step 3 – Late Application Inspection Fee Determination  

 
If the application is submitted after construction or installation of high pressure piping starts, then multiply the total inspection fee 
determined above by 1.5 and enter that product or $1,100, whichever is greater, in the space for inspection fee under Standard 
Permit. 
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