Manufacturer recommendations for the installers onsite Systems Tests

WATER GAS MSBC
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File # Manufacturer T[S 8 8 5 22|12
1010|{Champion Home Builders Co. |O |O O |O |N
1132|Homette Corp O |0 X X
1151|Liberty Homes X X
1990|Patriot Manufacturing X P |E
1230|Wick Building Systems X N
1760|Friendship Homes of Mn O |O X | X |X
2150(Highland Mfr Co. LLC X X |IX [X
2090]|Chief Industries X G [P |E
2240(CMH Hodgenville (Schult) X X N
2250(CMH Manufacturing West X X N
1930|Dutch Housing (Champion) O |0 O |O |N
2100|Fleetwood Homes of Indiana  |X X
2270|Forest River Housing (Hart) O |0 X | X |X
2080(Fortune Homes (Champion) [O |O O |O |N
2000(Four Seasons Housing X X | X |X
2180(Indiana Building Systems G |P |E
2040|Redman Homes O [O X [X
2200(Skyline Corp O |0 X |X
2230|Superior Homes X P |E
2260|The Fall Creek Homes LLC O [O X [X
1850|Homark Company X X | X |X
(X = Test Required) (O = Manufacturer gives the option of two methods of Testing.)
N= (The Manufacturer has equipped this home for natural gas.)
P= If the Manufactured Home Installation manual does not describe the plumbing test procedure
in detail, follow Minnesota Plumbing Code Method of Testing. Ref: (MPC 4715.2820)
G= Gaslines inside the manufactured home are to be tested in accordance with Minnesota State
Building Code (MSBC) 1350.3400.
E= All electrical connections to the manufactured home and any on-site electrical wiring is required
to be installed and inspected as per MS 326.241 through 326.248.
Warning: The Water Heater should always be by-passed pior to performing a 100 Ib Air Test.




